
APPENDIX L

PARAMETERS FOR THE COASTAL CONNECTOR



Global West Draft EIR L-1

APPENDIX L

PARAMETERS FOR THE COASTAL CONNECTOR,
THE PROPOSED CABLE-LAYING VESSEL

General
Operator: Coastal Cable Ship Company
Flag: Marshall Islands
Port of Registry: Majuro
Year Built: 1979
Range: 25000 nautical miles, 90 days
Service Speed: 12.5 knots
Fuel Consumption: 15 m3/24 hr at 12.5 knots,  8 m3/24hr in DP
Accommodation: 48 personnel
Length Overall: 92.470 mtr  (303.18 ft)
Length between Perpendiculars: 84.000 mtr  (275.41 ft)
Molded Beam: 18.000 mtr  (59.02  ft)
Depth: 7.100  mtr  (23.28 ft)
Design Draft: 5.735  mtr  (18.80 ft)
Displacement: 6761 MT  (6655 LT)
Deadweight: 4088 MT  (4024 LT)
Gross Registered Tonnage: 3969
Net Registered Tonnage: 1190
Classifications:  (Lloyds) 100A1    LMC   UMS
                             (IMO #) 7727384
Official Number: MI 1137
Panama Number: 799262
Panama Volume: 14031  m3

Suez Gross Tonnage: 4235.91
Suez Net Tonnage: 2978.54
Call Letters: V7AR5
INMARASAT#: 353-830-210
FAX: 353-830-220
Minimum Safe Manning: 9 persons

Capacities
 Cable Tanks, Main: 3 x 186 m3  186  (6568 ft3) each
 Cable Tanks, Auxiliary: 1 x 70 m3 (2471 ft3)
 Cable Deadweight: 1500 MT  (1470 LT)
 Fresh Water: 529 MT (519 LT)
 Gas Oil: 1168 MT (1,165 LT)
 SW Ballast: 2045 MT (2004 LT)

Propulsion and Maneuvering Equipment
Type: Geared Diesel
Main Engines: 2 x F212V-D270 Nohab Polar  2300 Hp
Reduction Gears: 2 x Ulstein Reduction Gearboxes  600 AGSC
Main Propellers: 2 x Variable Pitch Propeller  2.50 mtr  dia
Bow Thruster: 2 x 500 BHP, CP Propellers

1 x 800 BHP, CP Propellers
Stern Thruster 1 x 800 BHP, CP Propellers
Steering Gear 2 x Electro-Hydraulic Tenfjord , mechanically interlinked
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Dynamic Positioning: Cegelec DPS 901
Generators

Power Supply: 440/220/110 VAC, 60 Hz
Shaft Generators: 2 x NEBB WAB 560 E10     1050 kVA     840 kW
Auxiliary: 2 x 900 kW

1 x 680 kW
1 x 255 kW

Emergency: 1 x 55 kW
Cable Handling Equipment

Stern Drum Cable Engines: 2 x 3 m. (10 ft) dia. , 0.61 m. (2 ft) drum width with fleeting knives
, 15 T at 2 kts pick up , 10 T at 4 kts laying

Draw Off / Hold Back: 2 x Tracked Type , 3 T at 4.5 kts
Dynamometers: 2 x WAMAC roller type
Stern Sheaves: 2 x 3 m. (10 ft) dia. , 0.53 m. (21”) width
Capstans: 2 x 15 T at  1 kts , omni-directional
Splicing: 1 x 40ft ISO Container with 7 x 35 ft expandable tent
Repeaters: 1 x 20ft  ISO Container with A/C , capacity 15 repeaters
Transmission: 1 x Portable Transmission Test Room  11 x 20 ft with

1 x Spellman X2512  PFE , 2 x RCTE , 1 x Anode in hull
Cable Laying CCR: 2 x Cable Data Instrumentation System
Deck Crane: 1 x 20T @ 15m Outreach, Heave Compensated
Tow winch: 1 x 65 T with 3658 m. of 46 mm wire

ROV Support
SCARAB Systems SCARAB II, IV, PS1
SEAPLOW Seaplow VII, VIII, and Sea Dragon
Seabed Tractor SBT System

Navigation Aids
Gyro Compass: 2 x Anschutz Standard 20 gyro compasses
Auto Pilot: 1 x Anschutz Pilotstar D    AP02-S01
Radar: 1 x Racal Decca Bridgemaster  CA 251/6    X-band

1 x Decca RM 926C   X-band
GPS: 1 x Philips AP Navigator

2 x Novotel DGPS12 channel DGPS receiver boards
2 x Racal Decca Skyfix differential decoders

VHF: 1 x VHF Sailor RT 144C
1 x Sailor Compact VHF  RT 2048
1 x Sailor VHF RT 143

Speed log 1 x Ben Galatee  GAL 339    EM-log
Depth Sounder 1 x Furuno  F-851S
Weather Fax 1 x Furuno  FAX-214
RDF: 1 x ITT Marine DF 770  Radio Direction Finder
Integrated Navigation System: 1 x Winfrog navigation & survey package
Taut Wire: 1 x Vertical Tautwire Bandak LTW Mk8  15S
Anemometers: 2 x Munro IM146 anemometers
VRU: 2 x Datawell Pitch & Roll Sensors
Transponders: 2 x in hull retractable transponder poles, 3.4 m. below keel
UPS System: 1 x NEA Lindberg UPS System 520     5 kVA

Mooring Equipment
Anchor Winch: 1 x anchor/mooring winch    22T at 12 m./min
Capstans: 2 x aft mooring capstans    10T  at 26 m./min
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Misc: 1 x tugger winch aft of accommodation  10T
Additional Equipment

Workboats: 1 x Zodiac type, hard bottom, inflatable 30 Hp outboard
1 x Watercraft type, hard bottom, hard shell 60 Hp outboard

Echo Sounding Equipment
Echo Sounder: 1 x Simrad EA 500 Hydrographic Echosounder
Transducers: 3 transducers ,12 kHz , 38 kHz , 200 kHz and
Plotter: HP Paint Jet color printer

Communication Equipment
GMDSS Station 1 x GMDSS radio system for A1+A2+A3 areas
Radiotelephony 1605 - 27500 kHz       156 - 174 MHz
Radio navigation 9320 - 9500 MHz
Ship Earth Station 1626.5 - 1646.5 MHz
EPIRB: 406.025 MHz
1 x Satcom B ABB Nera Saturn Bm with
1 x Satcom C ABB Nera Saturn Cm  with
Inmarsat EGC receiver TELEX 453 806 510

1 x Compac Contura 410 Laptop
1 x Sailor Printer H1252B

HF System 1 x Sailor HF SSB RE 2100
1 x Sailor HF SSB DSC Watchreceiver RM 2150
1 x Sailor HF SSB Telex/DSC RM2151
2 x Sailor Compact HF SSB N2165
1 x Sailor Compact HF SSB T2130
1 x Sailor Compact HF SSB N2161
1 x Sailor Message terminal H2098B
1 x Sailor DC Monitor H1253C
1 x Sailor Keyboard H2099
1 x Sailor Printer H1252B
1 x Sailor Power Supply N420
2 x Sailor Power Supply N163S
2 x Sailor Receiver Protection Unit H1223
1 x Ross VHF DSC 500

Watchreceiver 2182 kHz 1 x IMRC-IMR 5500 Mk2
Navtex receiver on 518 kHz 1 x ICS Nav-5
Satellite Epirb 406 MHz 1 x Jotron  Tron-30S
Radar Transponder 2 x McMurdo RT9
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